TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

IMPORTANT :
THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL 1
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.
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FOR THE TYPICAL 2 LEFT LANES CLOSURE OAD wo K
THE CHANNEL [ZING DEVICES SHALL BE SET UP (OPTIONAL )
SYMMETRICALLY TO THE 2 RIGHT LANES CLOSURE |

SETUP AND THE SIGNING SHALL REFLECT THE 4

2 LEFT LANES CLOSURE. iy N,
[ °
o
L n
]
KEY: P
am CHANNEL IZING DEVICES "
ol SIGN SUPPORT | I.
—~——FACE OF SIGN
ﬁ DIRECTION OF TRAFFIC "
-~
I I ©
WORK SITE " L
oo ARROW PANEL ﬁ | ﬁ |' |
[ ] -
| ]
[ E
[ | o
i
s gl _N'_.
I L N
]
I |
| ]
-
| ]
[ 1 1 oo+
[ | [
>

QANES CLOSED )

60" x 60" ! ! ! §
¢ &0
=1 v e
AY z
o I\I\VIK".I. =]
g | CATReOnY COPE TTEMS Maryland Department of Transportation
= STATE HIGHWAY ADMINISTRATION
APPROVED e S\ = STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES
e T TR 2 RIGHT (LEFT) LANES CLOSURF/
REVISIONS HIGHWAY_ADMINISTRATION EXP-FREEWAY GREATER THAN 40 MPH/
| e a—— 15 MIN - 12 HRS. OR DAYTIME ONLY
StateHighiwély == e STANDARD NO. MD 104.54




